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ABSTRACT 
 
 
 
 
The usage of energy in world is increasing rapidly where the industries 
accounts 50% of world energy uses. Palm based oleochemical are producing series of 
products such as fatty acid,methyl esters,fatty alcohols and glycerine which means 
that oil palm industries generate a number of wastes too and the estimated oil palm 
waste contribute RM 6379 million of energy annually. Glycerine pitch has a calorific 
value of about 3300kcal/kg. This research is focused on utilizing energy in glycerine 
pitch by using it as fuel in boiler for both economical and environmental reason. 
Glycerine pitch is classified as a waste under Schedule S181 of the Environmental 
Regulations in Malaysia where the treated glycerine pitch is disposed in landfills. 
Glycerine pitch will be blend with diesel at the ratio of 20:80, 30:70, 40:60, and the 
calorific value of each blend of diesel and glycerine pitch will be determined. The 
mixture of glycerine fuel and diesel is known as blend 20:80, blend 30:70 and blend 
40:60.The blend fuels are  used as fuel in boiler and after firing, flue gas 
temperature and emission level is determined using combustion  analyzer. Lastly,the 
limitation and  advantages of using  glycerine pitch as fuel in boiler is compared 
with natural gas. 
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ABSTRAK 
 
 
 
 
Penggunaan tenaga di dunia meningkat dengan cepat di mana industri 
menyumbang 50% daripada penggunaan tenaga dunia. Oleokimia berasaskan sawit 
menghasilkan siri produk seperti asid lemak, ester metil, alkohol lemak dan gliserin 
yang bermaksud bahawa industri kelapa sawit menjana beberapa sisa juga dan 
dianggarkan sisa kelapa sawit menyumbang RM 6379 juta tenaga setiap tahun. Sisa 
gliserin mempunyai nilai kalorific sebanyak 3300 kcal/kg. Kajian  ini  memberi 
tumpuan kepada penggunaan tenaga dalam sisa gliserin dengan menggunakannya 
sebagai bahan api dalam dandang untuk tujuan ekonomi dan alam sekitar. Sisa 
gliserin diklasifikasikan sebagai sisa di bawah Jadual S181 Peraturan Alam Sekitar di 
Malaysia di mana sisa gliserin yang dirawat perlu dilupuskan di tapak pelupusan. 
Sisa gliserin  akan dicampur dengan diesel pada nisbah 20:80, 30:70, 40:60, dan 
nilai kalori dalam setiap campuran diesel dan sisa gliserin  akan ditentukan. Sisa 
gliserin dan diesel yang dicampur akan  dikenali sebagai campuran 20:80, 30:70 
dan 40: 60.Ketiga tiga campuran ini akan digunakan sebagai bahan api dalam 
dandang stim dan suhu gas cerobong  dan tahap pelepasan akan ditentukan dengan 
menggunakan alat analisis pembakaran. Akhirnya, kelebihan dan kelemahan 
pengunaan sisa gliserin sebagai bahan api dalam dandang akan dibandingkan dengan 
gas asli. 
 
 
